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Trolley Mounted LASA Shield System 

For enhanced protection, endurance and mobility, NP Aerospace produces a trolley mounted shield 
system for its LASA Ballistic Shields, delivering multi-hit protection at NIJ 0108.01 Level III and special 
threats.   

Featuring a cutting-edge design, the trolley mounted shield system is robust and agile, the unique design 
of the system ensures that shields can be quickly removed and reconnected to the trolley as required. 

Key Benefits 

 Strong stabilised chassis for optimum mobility and speed 

 Works with 3 x ‘Standard Long’ (61” high x 19.7” wide) ultra-lightweight LASA Ballistic Shields, 
delivering ultra-lightweight delivering multi-hit protection at NIJ 0108.01 Level III and special 
threats: 

o 7.62 x 51mm 149gr M80 FMJ 
o 5.56 x 45mm 55gr Ball (M193) 
o 7.62 x 39mm 123gr PS Ball (Mild Steel Core) 

 The shields can be removed quickly and easily from the trolley for individual protection 

 The shield trolley folds to minimal size for easy storage and transportation 

PRODUCT DATA SHEET 
NP-DOC-1046 Issue 2

Weights 

Item Weight (lbs) 

Trolley only 72 

Trolley with 3 x 61” high x 19.7” wide LASA Ballistic Shields 170 

Trolley with 3 x 61” high x 19.7” wide LASA Ballistic Shields with 
protective covers 

173 

Dimensions 

Item Height (inches) Length (inches) Depth (inches)

Trolley only (closed) 16.1 24.4 34.2 

Trolley with three 61” high x 19.7” wide 
LASA Ballistic Shields (closed) 

63.8 24.4 34.2 

Trolley with three 1” high x 19.7” wide 
LASA Ballistic Shields (full width) 

63.8 56.6 34.2 

Note: For warranty, use and care details see Ordering Information on back page of brochure  

Note: Weight tolerance ± 10%


