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Operator Headset Options 
OTTO Hurricane III Headset 
•	 Lightweight behind head headset with certified  
	 hearing protection. 
•	 21dB NNR rated hearing protection with 40dB  
	 impulse protection.
•	 Flexible noise cancelling microphone.
•	 Can be used in conjunction with OTTO  
	 Revo II VPU system.

SEN 410 Headset
•	 In Ear Microphone designed for users  
	 wearing respirators.
•	 1 earpiece is a high sensitivity microphone,  
	 1 earpiece is a speaker.
•	 Various earpiece options to aid comfort /  
	 hearing protection. 

OTTO Revo II VPU
•	 Used in conjunction with OTTO H3 headset.
•	 Provides VPU (voice projection) function.
•	 Provides electronic ambient listening with auto  
	 shut-off function once harmful sound levels are  
	 detected.

Wireless Communication System 
Powered by Vokkero Guardian the system provides hands 
free communication on an encrypted 2.4Ghz network. 
The patented noise filter provides clear communication in 
high noise work areas. No licencing requirements mean the 
system can be deployed quickly wherever it is required.

There are several lightweight headset options for the 
Commander depending on the level of background noise. 
There is an in-ear bone microphone system allowing use with a 
respirator, or a more conventional lightweight headset providing 
passive hearing protection and the option to add a VPU (Voice 
Projection Unit), and electronic active listening function.

4030 ELITE 
Communications Systems 
The 4030 ELITE Bomb Disposal Suit and Helmet System is user configurable to  
accommodate diverse global requirements. 

NP Aerospace in partnership with JUMA Communications have developed a modular 
communication system which can be configured using common components –  
offering wired, wireless and situational awareness systems from a single platform.  

Commander Headset Options 
Adjustable Behind Head  
Headset (JUM 401) 
•	 Lightweight behind head headset.
•	 Adjustable headband frame to suit  
	 various head sizes.
•	 Noise cancelling boom microphone.
•	 Suitable for medium background noise. 

Maestro Pro Audio Mono Ear 
Headset (MAE-410)
•	 Medium weight single sided  
	 headset.
•	 Large ear cushion for  
	 additional comfort and  
	 blocking of external sound.
•	 Adjustable boom microphone,  
	 and adjustable headband.
•	 High output speaker levels.
•	 Suitable for operating areas  
	 with increased background  
	 noise.

Vokkero Guardian Radio 
•	 Digitally encrypted 2.4Ghz secure communication.
•	 Patented noise filter for use in high noise areas.
•	 Hands free full duplex communication 
	 (no need to press buttons).
•	 10 channels allowing independent  
	 networks on the same site.
•	 Drop in charger and touch screen  
	 programming of system. 
•	 US, EN & ATEX versions.
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Description 
The hard-wired system uses the same headsets and components 
as the wireless system but introduces a rechargeable battery and 
wired cable reel measuring over 100m. 

The system is ideal for scenarios with Electronic Counter 
Measures (jammers).

Battery Pack
A robust and weatherproof rechargeable battery pack in a 
Pelicase provides portable power. 

The unit will power a two-user intercom system for over 24 
hours. (30mA per intercom).

The case will also house a 110V/240Vac mains charger  
or a 12V/24Vdc Vehicle charger.

The unit has power switches and battery charge  
status is indicated by audio tones heard over the  
intercom headsets.

Power On / Off 
Just connect an Intercom unit.  
Disconnect all Intercom unit to switch off power.

Charge time for a fully discharged battery is 3 hours using 
the mains charger and 7.5 hours using the 2515 vehicle  
charger.
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Hard Wired Intercom System 
Configured to accept the JUM401 / MAE410 (Commander) 
and H3 headsets previous page (Operator).

Wireless Communication  
Sample Setup
This example of a Wireless Setup includes:

• 	 Vokkero Guardian Radio.
• 	 OTTO Hurricane III Headset.
•  	OTTO Revo II VPU.

Battery Test
Battery status can be tested at any time. Connect at least  
one Intercom and headset and press and hold the button to  
hear the tone pattern.

The example Hard Wired Setup includes:
• 	 VOTTO Hurricane III Headset.
• 	 VJum401 Lightweight Headset.
• 	 V100m Cable Reel.
• 	 VBattery Pac.


